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Introduction
Quality workmanship 

that doesnt let you down seems to be a hard thing to 
find these days. Similarly, a guarantee is not neccesarily a 
promise anymore. That’s a shame and quite frankly not an 
acceptable way to do business in our opinion.

At WallPro, our word is our bond. A job is not complete 
unless it meets our strict standards of excellence and 
installation specifications. And we back it up with an iron-
clad guarantee that we seal with a handshake.

There are a growing number of facilities that require 
industry-best materials to live up to heavy use, and/or 
increasingly stringent regulatory requirements. Lesser grade 
substrates or sub-par workmanship wont cut it. And that’s 
why we are incredibly selective and demanding with our 
installation team members and with the materials we install.

Hospitals, laboratories, public recreational facilities and food 
preparation areas are just some of the new or retrofitted 
spaces that require antimicrobial hygienic cladding.

At WallPro, we source and place the very best in wall, ceiling 
and compatible floor surfaces to meet the demanding needs 
specified by engineers, architects and government regulators.

We look forward to giving you an accurate appraisal and 
detailed quotation for your next high quality project. We 
are confident you will be impressed with our prompt turn 
around times, friendly and professional team and flawless 
delivery, while meeting or exceeding the strict timelines we 
agree to. We pride ourselves on being on time and within 
budget. We will work hard to ensure you are satisfied.

I would be happy to meet you and discuss your next job.    
My handshake is your guarantee! 

Shane Pilkey, 

WallPro Systems Inc.
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WallPro: Canada’s 
Premier Installer 
of Hygienic Room 
Cladding Systems

Antimicrobial Hygienic PVC Wall Cladding 
actively combats all common microbes, 
including bacteria, moulds and fungi.
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WallPro is Canada’s Premier certified installers of 
industry-best antimicrobial hygienic wall cladding to 
produce laboratory-grade sealed surfaces that are 
tested in accordance with ISO 22196. The panels are 
proven to be effective against e.Coli and MSRA.

Antimicrobial Hygienic Cladding 

WallPro offers industry-best quality total 
room systems for hospitals, seniors homes, or 
laboratory, our Hygienic wall systems allow for 
easily cleaned, bacteria and mould resistant 
seamless walls, floors, and ceilings.

Our experienced team supplies and provides 
trouble free installation services for ultra 
high-performance hygienic antimicrobial 
wall and ceiling cladding and compatible 
flooring options (satisfying specs for PVC 
plank ceiling or flooring requirements). Our 
carefully designed system complies with the 
strict guidelines laid down to provide the 
highest hygiene standards. Architects and 
general contractors are utilizing our cost-
effective durable surface environments for 
hospitals, restaurants, classrooms, corridors, 
laboratories, car washes, housing complexes, 
educational institutions, seniors facilities and 
public changing areas. 

WallPro offers industry-
best complete sealed 
room systems for 
buildings required to 
meet strict standards 
for water repellancy and 
health regulations.Our 
seamless hygienic room 
systems allow for easily 
cleaned and maintained 
bacteria and mould 
resistant walls, floors,   
and ceilings. 
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2-Part Joint Strip Detail:
Vertical Seams interlock the 
two-part neoprene hygienic 
strips to provide a durable 
watertight seal.

Thermoformed Corner Detail:
Seam-free inside and outside corners 
are heat formed, maintaining tensile 
strength, complete water repellancy 
and mould resisitance..

Antimicrobial Hygienic Rigid Sheet 
Panelling (single skin UPVc sheets)

Wall to ceiling joint detail:
Interlocking strips seamlessly 
lock in the wall to ceiling 
transition areas maintaining 
100% integrity.

Antimicrobial

Hygienic

Heat Resistant

Impact/ Shock Proof

Water Resistant

Low Emissions

Fire Retardant

Easy to Clean

Stain Resistant

Mould Resistant

Mildew Resistant

20-Yr Warranty

PANEL FEATURES
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With the burgeoning hydroponic and emerging Cannabis 
industries, government regulations are becoming more 
strict. WallPro has set the bar for quality higher than that of 
regulators, ensuring operations do not skip a beat toward 
full production. Wallpro is essentially a “one-stop-shop” for 
creating contained rooms that are:
 
1. Regulation Compliant
2. Easy to clean and maintain 
3. Antimicrobial and sterile, creating a non-invasive optimal 

growing environment. 

WallPros’ expert installation professionals have hundreds of 
thousands of linial feet of board placement experience with 
flat walls, corners, ceiling transitions, stairwells and those 
tricky architectural areas.

A typical high-impact heat formable wall, 
ceiling and floor installation for indoor 
grow facilities.
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Complete Room Systems:

Laboratory-Grade Wall Panels are extruded semi-rigid PVCu constructed from the highest quality
virgin-grade PVC, with a tight molecular structure that prevents the ingress of moisture and odor. It 
incorporates stabilizers for excellent UV stability and does not discolour over time. 

Our wall panels of choice come in a range of colours and designs offering a truly unique alternative to 
traditional tiles. This gives our customers the benefits of a ‘one-stop-shop’ service as required. We pride 
ourselves on our reputation for providing a high level of service and commitment to each contract we are 
involved with, ensuring that whatever service we provide (hygienic ceiling systems, safety floors and wall 
installations) is finished to a high standard of quality, fit and finish.

High-Performance Ceiling Panels compliment the walls and floors by creating a clean looking, moisture 
tight, insulating envelope. The panels protect and extend the life of your walls and your investment. 
Our panels have coordinating flashings, as well fasteners to maintain liner integrity by forming a barrier 
between your ceiling substructure and harmful elements such as moisture, cleaning chemicals or other 
possible contaminants. 

The liner is a wide, glossy-finish, extruded PVC panel with interlocking tongue and groove joints along 
each panel edge, providing a superior aesthetic and easy-to-maintain ceiling finish. Trim accessories are 
available for perimeter conditions, edges of openings and panel joints to accommodate all of your project 
requirements. Ceiling panels come in standard lengths of 10’ (3.05m), 12’ (3.66m), 16’ (4.88m) & 20’ (6.1m).

Durable Watertight Vinyl Safety Flooring installs over preexisting substrates. Hard wearing adhesive-free
flooring is capable of being installed and walked on within 24 hours, providing a slip-resistant surface. 
Utilizing a tape-down method, our industrial flooring provides easy maintenance and durable workspaces 
for all manner of uses and environments. Like our wall and ceiling panels, WallPro flooring offers a range of 
colour options. Our flash-coved flooring runs up walls 8 inches to ensure industry-best water resistance. 

The specially formulated studded underside emboss allows flooring to sit off the subfloor, allowing the 
floor to breathe, resulting in any moisture dissipating. It can be used with a new concrete floor at up to 97% 
relative humidity.

Government compliant hygienic antimicrobial food packaging facility.

9



WallPro Fact Sheet 2018

Stairwell fit and finish with hygienic watertight envelope seal on walls, floors and hard-wearing stair treads.

WallPro experts install durable, water-tight, 
seamless smooth wall & ceiling system 
designed for building environments that are 
required to meet the most stringent hygiene 
and safety standards. Panels provide stain 
resistant, wipe clean surfaces with no gaps 
or cracks for water or bacteria to hide in. 
They are extremely impact and temerature 
resistant - standing up to the toughest 
industrial areas. Our Systems are installed 
quickly and efficiently by experienced fitting 
teams to ensure full compliance with the 
most demanding standards.
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WALL PANEL SPECIFICATIONS:

Thickness: 2.5mm | .10”
Dimensions: 8’ - 4’ x 8’ 2” | 1.22m x 2.5m and 10’ - 4’ x 9’ 10” | 1.22m x 3.0m
Weight: 8’ panel - 23.59 lbs | 10.7 kg; 10’ panel - 28.22 lbs | 12.8 kg
Warranty: 20 years (with correct installation by certified professionals)
Fire and smoke performance: CAN/ULC-S102.2; ASTM E84-08; Tested Class A
Impact Resistance:  ASTM D5420; Exceeds 160 inch lbs
VOC emissions: CA 01350 Pass
Particle concentration: ISO 14644-1:12; Meets ISO Class 2 cleanroom
Max service temperature: 60°C (140˚F)
Water vapour resistivity: ASTM E96; 0.120 g/m2/24hrs
Water absorption: ISO 62 24 hrs - .030%; 168 hrs - .093%; 216 hours - .106%
Moisture vapour transmission rate (MVTR): ASTM E96; 3.82 x 105GN.D/Kg.m

CEILING SPECIFICATIONS:

Extruded Plastic Profile: Ridgid PVC Interlocking panel components, stiffened to span up to 18” without 
deflection detrimental to tolerances and appearannce of finished surfaces.
Thickness: 9.525mm | 3/8”
Panel Width: 12” (304.8 mm), 18” (482.6mm)
Panel Length: To suit installation
Weight: Varies on length 
Warranty: Lifetime on material
Colour(s): White

FLOORING SPECIFICATIONS:

Thickness: 2.2mm | .087”
Roll Dimensions: 6’7” x 66’ | 2.0m x 20m
Weight: 4.79 lbs./yd2 | 2.6 kg/m2
Wear Layer: .8mm
Warranty: 10 Years
Fire and smoke performance: CAN/ULC-S102.2; ASTM E648 & E662; Tested Class 1
Static Load Limit:  ASTM F970; 2000 psi
VOC emissions: CA 01350 Pass/ Certified
Particle concentration: ISO 14644-1:12; Meets ISO Class 2 cleanroom

Material Specifications:
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Unit 107 - 17665 66A Ave. 
Surrey, BC V3S 7X1
Canada

+1 (778) 997-8248
info@wallpro.ca

Typical interior grow room


